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©nS BOOSTER
GB100 SERIES

Safety requirements for equipment in hazardous areas ask for
special blowers. Continental Industrie offers ATEX blowers for
EX-zones 1 and 2 for the landfill and biogas.

Continental Industrie Biogas boosters can be operated with differential
pressures up fo 3.200 Nm3/hr to pressures attaining 180 mbar,
depending on blower size and intake pressure.

GB100 VB SERIES
GAS BOOSTER

GASBOOSTER SIZE P. motor (kW) [ Weight (kg) | L (mm)

Gasbooster 100-01/001 1,5 154 1115

Gasbooster 100-01/002 2,2 164 1115

@ Gasbooster 100-01/003 3 166 1115
N, S e Gasbooster 100-01/004 4 182 1115
| Gasbooster 100-01/005 55 198 1115

75 900 EA 75 ®l% | Gashooster 100-01/007 7,5 209 1115
[27%'] [35%'] [218'] *= [ Gasbooster 100-01/011 1 258 115
1050 Gasbooster 100-01/015 15 278 1115

(4176 Gasbooster 100-01/018 18,5 284 1115

GB100 DD SERIES
GAS BOCSTER

GASBOOSTER SIZE P. motor (kW) | Weight (kg) | L (mm) ol
Gasbooster 100-01/001D 15 83 489 =
Gasbooster 100-01/002D 22 85 514 £y
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TECHNICAL DATA

MATERIALS OF CONSTRUCTION

Number of stage : 1

Inlet connection : 4” (100 mm) flange, DN100, PN10
Outlet connection : 4" (100 mm) flane, DN 100, PN 10
Operating speed : 2950 rpm to 5750 rpm V-belt drive
Lubrication : Automatic grease lubricator for gaskets
Impeller diameter : 20" (500 mm)

Impeller fip speed : 494 ft/s (150 m/s)

First crifical speed : 11342 rpm

Drive : V-belts

Vibration tolerance : 1.5 mils peak-to-peck (4,5 mm/s)
Shaft end : 0.945" (24 mm)

Bearing housings : Cast iron EN-GJL-250

Head, Sections : Cast aluminium EN AC-42000

Joint sealing compound : RTVIS502 Silicone

Seals (gas) : Lip seals + V-Ring

Bearings : Ball bearings 6206 C3

Shaft : Stainless steel 42CrMO4

Impellers : Cast aluminium EN AC-43100

Motor pedestal : Structural steel.

Base frame installation : Antivibrations pads

Noise level : In compliance with OSHA standards when machine

is fully, piped (certified tests available).
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We Zetrn ar into a oo/

FLOTATION - WASTEWATER TREATMENT - FILTER BACKWASH
SULPHUR RECOVERY - AERATION - DESALINATION
CARBON BLACK - COMBUSTION - FLUE GAS DESULPHURIZATION

Head Office France:
CONTINENTAL INDUSTRIE S.A.S
Route de Baneins

01990 St. Trivier sur Moignans
Tel.: ++33 474 5588 77

Fax: ++33 4 74 55 86 04
www.continental-industrie.com
export@continental-industrie.com

Germany:

CONTINENTAL INDUSTRIE GmbH
Emdener Strasse 10

D-41540 Dormagen

Tel.: ++49 (0) 2133 25 98 30

Fax: ++49 (0) 2133 25 98 40
www.continental-industrie.de
atex@continental-industrie.de

International:

CONTINENTAL INDUSTRIE

c/o Keyways International Dpt.
Rambla Catalunya 85 pral 1°
08008 Barcelona - Spain

Tel.: ++34 934 961 082

Fax: ++34 687 933 021
www.continental-industrie.com
turbo@continental-industrie.com
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